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Wattage Lumens Socket Life Wattage Lumens Socket Life
QL LONG LIFE TS5 (16mm) LINEAR FLUORESCENT
55w 3,500 n/a 60,000 24w 1,750 G5 20,000
85w 6,000 n/a 60,000 39w 3,100 G5 20,000
165w 12,000 n/a 60,000 49w 4,300 G5 20,000
54w 4,450 G5 20,000

STANDARD METAL HALIDE (MH) 80w 6,150 G5 20,000

100w 8,000 E27 9,000 18w 1,350 G13 13,000
150w 12,000 E27 9,000 36w 3,350 G13 13,000
250w 20,000 E40 15,000 58w 5,200 G13 13,000
1000w 80,000 E40 9,000 TC-D/E TC-T/E
2000w 240,000 E40 9,000 13w 900 G24g-1 GX24g-1 10,000
18w 1,200 G24q-2  GX24g-2 10,000
200w 20,000 E40 15,000 32w 2,400 - GX24g-3 10,000
250w 23,800 E40 15,000 42w 3,200 - GX24g-4 10,000
450w 47,000 E40 20,000 18w 1,200 2G11 10,000
400w 38,000 E40 15,000 36w 2,900 2G11 10,000
1000w 110,000 E40 12,000 40w 3,500 2G11 10,000
55w 4,800 2G11 10,000

HPS / HIGH PRESSURE SODIUM 80w 6,000 2G11 10,000

so oo 2000
70w 6,500 E27 20,000 Tow 1,100 E27 2,000
100w 10,000 E40 20,000 100w 1,500 E27 2,000
150w 17,200 E40 26,000 150w 2,500 E27 2,000
250w 33,000 E40 26,000 250w 4,350 E27 2,000
600w 89,000 E40 26,000 60w 710 E27 1,000
1000w 130,000 E40 26,000 100w 1,360 E27 1,000
Halogen/ High Metal Halide Compact Linear
Incandescent Pressure Sodium Fluorescent Fluorescent
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The above Chart is intended as a general guideline, not for detailed planning.
Some lamps have restrictions on how thay can be used.

Please check with lamp manufacturers for details.

ECG: Electronic Control Gear

Further info on request - email: info@veelite.com - www.veelite.com



